














SPECIFICATIONS

This product includes software developed by the OpenSSL Project  for use in the OpenSSL Toolkit. (http://www.openssl.org/)

SNT-EX101 SNT-EX101E SNT-EX104 SNT-EP104 SNT-EX154 SNT-EP154
Encoder Features
Visibility Enhancer Yes
XDNR Yes
Coaxitron control Yes No Yes No
Interface
Analog video input x 1 x 4
Composite buffered 
through out

x 1 –

Ethernet 10BASE-T/100BASE-TX (RJ-45)
Serial Interface RS-422/RS-485 RS-485 – RS-485 –
USB Memory slots x 1 x 4 –
Sensor input x 2 x 4 – x 4 –
Alarm output x 2 x 4 – x 4 –
Audio interface  
(IN/OUT)

IN x 1, OUT x 1 IN x 4, OUT x 4 – IN x 1, OUT x 1 –

External microphone 
input

Mini-jack (Monaural), MIC IN/LINE IN: over 2.2kohm,  
2.45VDC plug-in power

– Mini-jack(Monaural), 
MIC IN/LINE IN: over 
2.2kohm, 2.45VDC 
plug-in power

–

Audio line output Mini-jack (Monaural), Max output level: 1.5Vp-p – Mini-jack(Monaural), 
Max output level: 
1.5Vp-p

–

Image
Codec image size (HxV) D1 (NTSC: 720 x 480, PAL: 720 x 576), VGA (640 x 480), CIF (384 x 288), QVGA (320 x 240)
Video compression 
format

H.264, MPEG-4, JPEG

Maximum frame rate H.264/MPEG-4/JPEG: 30fps (NTSC: 720 x 480, PAL: 720 x 576)
Audio
Audio compression G.711/G.726 – G.711/G.726 –
Scene analytics
Intelligent motion 
detection

Yes (with built-in Post Filter) No Yes 
(with built-in Post Filter)

No

Motion detection Yes Yes Yes Yes
Advanced audio 
detection

Yes No Yes No

Network
Protocols IPv4, IPv6, TCP, UDP, ARP, ICMP, IGMP, HTTP, HTTPS, FTP (client/server), SMTP, DHCP, DNS,NTP, RTP/RTCP, RTSP, SNMP (MIB-2)
Number of clients 10
Authentication IEEE802.1x
Number of IP address/
Mac Address

x 1 x 4

General
Weight Approx. 14 oz

(0.4 kg)
Approx. 2 lb 3 oz
(1.4 kg)

Approx. 2 lb 3 oz
(1.3 kg)

Approx. 14 oz
(0.4 kg)

Dimensions (W x H x D) 2 7/8 ×1 3/8 × 6 1/8 inches
(73 × 34 × 155 mm)

8 3/8 × 1 3/4 × 9 7/8 inches  
(210 × 44 × 250 mm)

3 1/8 × 1 3/8 × 15 1/8 inches  
(78 × 34 × 382 mm)

Power requirements AC24 V
(In ±20%, Out)

PoE
(802.af)

DC12 V From Rack Station

Power consumption 9.6W max. 14.4W max. 12W max.
Operating temperature 32 to 122 ˚F (0 to 50 °C) 32 to 113 ˚F (0 to 45 °C)
Storage temperature -4 to 140 ˚F (-20 to 60 °C)
System Requirements
Operating system Microsoft Windows® XP, Windows Vista™
Processor Intel Core2 Duo, 1.8GHz or higher
Memory 1GB or more
Web brower Microsoft Internet Explorer Ver.6.0, Ver.7.0
Supplied accessories

CD-ROM (User’s Guide and supplied
programs) (1),
Installation Manual (1), 
B&P Warranty Booklet (1),
I/O port connector (1),
24 V AC connector (1),
Attachment brackets (4),
Attachment screws (8)

CD-ROM (User’s Guide and supplied
programs) (1),
Installation Manual (1),
B&P Warranty Booklet (1),
AC adaptor (AC-NB12A) (1),
Power cord (1),
I/O port connector (SNT-EX104 only) (1)

Installation Manual (1),
B&P Warranty Booklet (1),
I/O port connector (Only SNT-EX154) (1),
Attachment screws (2)

(software version 1.1 or later)
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